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ADAPTACE: BRNO
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ADAPTACNI STRATEGIE

Je podkladem pro Strategii Brno 2050, z jejich zavérl mimojiné vyplyva:

Do r. 2100 muze Do r. 2100 muze Extrémy jako pfivalové
stoupnout primeérny stoupnout pocet vin srazky budou castéjsi
pocet tropickych dni ze veder az 4-ndsobné.

soucasnych 12 az na 42.
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PRINCIPLE

fotovoltaika shér destové vody

M

akumulac¢ni nadrz baterie biofiltr sbérna nadrz
fytotechnologie
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DATA

Maximum vody, které Vody naprselo v pouhych Celkovy objem nadrzi a
bylo mozné zachytit pfi 2 dnech zasobnik{
plose strechy 25m2
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DIAGRAMME
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160 000 |

dostupny objem vody z celého ndmésti
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§ STOCKHOLM A KODAN
' | ADAPTACE NA ZMENU KLIMATU V PRAXI




ZDRAVE STROMY VE MESTE

BIOCHAR-ENRICHED
STOCKHOLM

STRUCTURAL SOIL

Providing trees with durable planting beds built with
locally sourced materials is a key goal for the City of
Stockholm. Enriching the Stockholm structural soil with
biochar enhances the performance of the systemas a
carbon sink. It also helps provide better stormwater
management (beyond volume reduction) by reducing
leaching of pollutants to the woter table.
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Paved surface end bose course

Stormwater gulter

. Asteotion well inlet for woter ond exypgen/carben

dicxide exchenge

Surfoce grate

Treeo guord

Root coller at nursery growing level
Stone mulch, cruthed rock 4/8 mm

Crushed rock 2/8 mm with 2% volume percent mix of
blachar with odded nutrients and compent [SOVS0)

Cancrete frome

10. Geotaxtie

Loveling layer, crushed rock 8/T1 mm

12. Asration layer, crushed rock 32/83 mom
13, Stone-blochor matrix, crushed rock 32/90 mm

wiTh 5 valurme percent mix of Mochor with edded
nwtrients and compest (SO/S0)

14, Blochar
15. Gon exchange (axygen and carbon disxide)
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VYSTUPY:

Vystup z konference

T 7 | T Weedied Stockholm a Kodan
| Adaptace na zmeénu klimatu v praxi

City Cell Prototype
Adaptace na zmenu klimatu
Popis projekiu ZCE IPR
e 8@ PRaH3
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FUTURE RETAIL STORE
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CURRENT STATE

Heat accumulation -

Standard materials such as asphalt or steel plates can
accumulate heat energy during hot summer days.

Extensive paved surfaces o

Accumulation of heat and high apparent
temperatures can be dangerous for small kids
and elderly customers.

e Urban Heat Island

The large shopping centers are significantly contributing to the
urban heat island .

Cities are ready to take actions - adaptation strategies, etc.
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SUSTAINABLE
WATER
MANAGEMENT

Manual udrzitelného nakladani s vodou
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